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EXTENDER VGA + USB
CE-100

AHD, HD-CVI, HD-TVI,
CVBS, TCP/IP DVR BCS-B-

XVR0801(2.0) 8 CHANNELS
BCS BASIC

MULTIMEDIA OUTLET
GMDF-352

ROUTER RG-EG210G-P 8
PoE REYEE

1112.03 DKK
1112.03 DKK

566.34 DKK
566.34 DKK

116.11 DKK
116.11 DKK

1754.76 DKK
1754.76 DKK

Mount  ...  ...  Surface-mounted  ...  

Sockets type  ...  ...  • 1 pcs DATA,
• 2 pcs RTV  ...  

Standard  ...  AHD, HD-CVI, HD-TVI,
CVBS, TCP/IP  ...  ...  

Standards  ...  ...  ...  
IEEE 802.3, IEEE 802.3u,
IEEE 802.3x, 802.3z, IEEE
802.3af, IEEE 802.3at  

Video inputs  ...  8 pcs BNC  ...  ...  
TV frequency range  ...  ...  87  ... 1000 MHz  ...  

Video outputs  ...  1 pcs HDMI
1 pcs VGA  ...  ...  

Radio frequency range  ...  ...  87  ... 1000 MHz  ...  

LAN ports  ...  ...  ...  
• 8 x LAN & PoE
10/100/1000 Mbps (RJ-45)
• 1 x LAN/WAN
10/100/1000 Mbps (RJ-45)  

Frequency range for DATA
line  ...  ...  5  ... 65 MHz  ...  

WAN interface  ...  ...  ...  • 1 x WAN
10/100/1000 Mbps (RJ-45)  

Audio inputs  ...  
• 1 pcs CINCH,
• 8  - Audio support via
coaxial cable  

...  ...  

Audio outputs  ...  1 pcs CINCH  ...  ...  
LED indicators  ...  ...  ...  Status, Link/Act  
DDNS  ...  ...  ...    
Image compression method  ...  H.265 / H.264  ...  ...  
DHCP server  ...  ...  ...    
Port USB  ...  ...  ...    

TV tap attenuation  ...  ...  
87  ... 862 MHz @ 7.5  max.
8.5 dB
862  ... 1000 MHz @ 8.5 
max. 9.5 dB  

...  

Firmware update  ...  ...  ...    

Power supply PoE  ...  ...  ...  
Power output - LAN ports :
PoE (802.3af/at) max. 70 W
(total)  

Radio tap attenuation  ...  ...  
87  ... 862 MHz @ 7.5  max.
8.5 dB
862  ... 1000 MHz @ 8.5 
max. 9.5 dB  

...  

https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/multimedia-outlet-gmdf-352_l2_p5493.html
https://shopdelta.eu/multimedia-outlet-gmdf-352_l2_p5493.html
https://shopdelta.eu/router-rg-eg210g-p-8-poe-reyee_l2_p22215.html
https://shopdelta.eu/router-rg-eg210g-p-8-poe-reyee_l2_p22215.html
https://shopdelta.eu/router-rg-eg210g-p-8-poe-reyee_l2_p22215.html
https://shopdelta.eu/router-rg-eg210g-p-8-poe-reyee_l2_p22215.html
https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/ahd-hd-cvi-hd-tvi-cvbs-tcpip-dvr-bcs-b-xvr08012-0-8-channels-bcs-basic_l2_p19940.html
https://shopdelta.eu/multimedia-outlet-gmdf-352_l2_p5493.html
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Device type  Active / Transmitter

Active / Receiver  
...  ...  ...  

Protections  ...  ...  ...  

• ACL
• IP-MAC Binding
• MAC addresses filtering
• Support for dynamic ARP
mapping and static table
• NAT / NAPT
• Port Mapping  

DATA tap attenuation  ...  ...  5  ... 65 MHz @ 9.5  max.
10.5 dB  ...  

Number of channels  
1  x VGA
2  x USB
1  x VGA
2  x USB  

...  ...  ...  

Management interface  ...  ...  ...  

• Ruijie Cloud Central
Management System
• Configuration using the
Ruijie Reyee application
• Remote management
• Web browser  

Video transmission range  max. 100 m max. 100 m  ...  ...  ...  

Connectors type  
1  x VGA Socket HDB-15
2  x USB-A Socket
1  x VGA Plug HDB-15
1  x USB-B Socket  

...  ...  ...  

Symmetrical socket type  
RJ-45 (8-pin, 4 pairs) Socket
RJ-45 (8-pin, 4 pairs) Socket
 

...  ...  ...  

Image records resolutions  ...  

• AHD / HD-TVI :
5M-N - 1296 x 1944  - For
cameras 12 fps ,

• AHD / HD-CVI / HD-TVI :
4M-N - 1280 x 1440  - For
cameras 15 fps ,
1080N - 960 x 1080  ,
720p - 1280 x 720 

• CVBS :
960H - 960 x 576  ,

• IP :
max. 4 Mpx - 2560 x 1440   

...  ...  
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Main features  

• Real-time DDC
communication support
• Built-in ESD protection 8  /
15 kV
• Manual compensation
adjustment
• Possibility to mount to the
wall  

...  

• Full, double galvanic
isolation between input and
outputs
• High voltage input
protection 2.12 kV / DC
• Protection system against
core inverse magnetization
due to high level signals
• Solid, die-cast metal
housing  

• VPN networks: IPsec VPN,
Open VPN, L2TP VPN, PPTP
VPN, etc.
• Static / dynamic routing
• WAN : PPPoE, PPTP, L2TP
• DHCP client/server
support
• Access Control List - ACL
package filtering based on
source and destination IP
addresses
• Rate limit
• Load balance
• NAT
• Reboot schedule
• View topology and network
status
• RESET button  

Operation temp  ...  ...  ...  0 °C ... 40 °C  
Permissible relative
humidity  ...  ...  ...  10 % ... 90 % (non-

condensing)  

Resolution  

• 1920 x 1080  / 60 Hz @
30 m
• 1920  x 1200  / 60 Hz @
30 m
• 1280  x 1024  / 60 Hz @
100 m  

...  ...  ...  

Recording speed adjustment
 ...  

4 Mpx IP @ 1 ... 25 fps ,
5M-N @ 1 ... 6 fps ,
4M-N @ 1 ... 8 fps ,
1080N @ 1 ... 15 fps ,
720p @ 1 ... 15 fps ,
960H @ 1 ... 15 fps
for each channel  

...  ...  

Operation modes  ...  
4 x  AHD / HD-CVI / HD-TVI
/ CVBS + 4 x  AHD / HD-CVI
/ HD-TVI / CVBS / IP + 4 x IP
 

...  ...  

Recording modes  ...  Manual, Motion Detection,
Schedule  ...  ...  

Supported hard drives  ...  1  x 6 TB SATA  ...  ...  

External storage devices
backup  ...  

Save single frames and
whole records from DVR
drive to the USB drive  

...  ...  

Searching and playback the
records  ...  

Records searching: by time
+ timeline with record type.
Playback: forward, fast,
slow, step
Advanced searching (to the
one second accuracy)
1/4/8 channel synchronous
playback  

...  ...  

Network interface  ...  1 x RJ-45 - 10/100 Base-TX  ...  ...  
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Network functions  ...  
Full support via network,
Remote records copying,
Web-Server built-in
max. 128 on-line users  

...  ...  

Mobile phones support  ...  

Port no.: 80 or access by a
cloud (P2P)
• Android: Free application
BCS Manager
• iOS (iPhone): Free
application BCS Manager  

...  
Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

USB  ...  2 x USB 2.0  ...  ...  

Alarm inputs / outputs  ...    ...  ...  

PTZ control  ...  IP Speed Dome Cameras  ...  ...  

Motion Detection  ...    ...  ...  

Mouse support  ...    ...  ...  

IR remote controller in the
set  ...    ...  ...  

Power supply  5 V / 1000 mA
5 V USB  

12 V DC / 2 A (power
adapter included)  

...  100  ... 240 V AC, 50  / 60 Hz
 

Power consumption  ...  ≤ 8 W (without HDD)  ...  ≤ 80 W (at full load)  
Color  ...  Black  ...  ...  

Weight  0.170 kg
0.170 kg  0.86 kg  0.12 kg  0.53 kg  

Dimensions  91  x 56  x 25 mm 91  x 56  x
25 mm  

255  x 260  x 46 mm  98  x 80  x 27 mm  207  x 109  x 27 mm  

Supported languages  ...  
English, Czech, French,
Spanish, Dutch, German,
Polish, Portuguese, Slovak,
Italian  

...  ...  

Manufacturer / Brand  ...  BCS BASIC  TELMOR  RUIJIE / REYEE  
Guarantee  2 years  3 years  2 years  2 years  

https://play.google.com/store/apps/details?id=pl.bcscctv&hl=pl&gl=US
https://apps.apple.com/pl/app/bcs-manager/id1292567163?l=pl
https://play.google.com/store/apps/details?id=cn.com.ruijie.cloudapp&hl=en_US
https://apps.apple.com/us/app/ruijie-reyee/id1423429270?ls=1

