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UNIPHONE U1011-2
VIDOS

TV OR MONITOR MOUNT
BRATECK-LP34-22T

SMART SWITCH ROW-02
Wi-Fi SUPLA 230 V AC

ZAMEL

18571.43 HUF
18571.43 HUF

2095.24 HUF
2095.24 HUF

21809.52 HUF
21809.52 HUF

Compatibility  VIDOS DUO  ...  ...  
Support  ...  ...  SUPLA  

Application  ...  ...  Lighting control, switching
devices on/off  

Number of pins  ...  ...  2 x NO  

Mounting standard  ...  VESA 75, 100, 150,
200x100, 200   ...  

Screen size range  ...  23 " ... 42 "  ...  
Number of inputs  ...  ...  2   
Bearing capacity  ...  35 kg  ...  
Number of outputs  ...  ...  2   
Distance from mounting
surface  ...  27 mm  ...  

Rated voltage  ...  ...  230 V AC  
Total maximal current  ...  ...  5 A  
Maximal total load  ...  ...  1250 VA  
Tilt adjustment  ...  0 ° ... -14 °  ...  

Maximal outputs load  ...  ...  

• 750 W (single output) -
light bulbs and halogen
lamps
• 250 W (single output) -
CFL fluorescent lamps
• 60 W (single output) - LED
bulbs  

Connector type  ...  ...  screw terminals  

Power supply  24 V DC (power adapter not
included)  ...  ...  

Wireless  ...  ...  Wi-Fi, 2.4 GHz - IEEE 802.11
b/g/n  

Current consumption  < 4.4 mA (Standby mode)
< 81 mA (operation)  ...  ...  

Mobile phones support  ...  ...  
• The SUPLA free
application on Android
• The SUPLA free
application on iOS  

https://shopdelta.eu/stronguniphone-strongu1011-2-vidos_l2_p16855.html
https://shopdelta.eu/stronguniphone-strongu1011-2-vidos_l2_p16855.html
https://shopdelta.eu/stronguniphone-strongu1011-2-vidos_l2_p16855.html
https://shopdelta.eu/tv-or-monitor-mount-brateck-lp34-22t_l2_p12103.html
https://shopdelta.eu/tv-or-monitor-mount-brateck-lp34-22t_l2_p12103.html
https://shopdelta.eu/smart-switch-row-02-wi-fi-supla-230-v-ac-zamel_l2_p22764.html
https://shopdelta.eu/smart-switch-row-02-wi-fi-supla-230-v-ac-zamel_l2_p22764.html
https://shopdelta.eu/smart-switch-row-02-wi-fi-supla-230-v-ac-zamel_l2_p22764.html
https://shopdelta.eu/smart-switch-row-02-wi-fi-supla-230-v-ac-zamel_l2_p22764.html
https://shopdelta.eu/stronguniphone-strongu1011-2-vidos_l2_p16855.html
https://shopdelta.eu/tv-or-monitor-mount-brateck-lp34-22t_l2_p12103.html
https://shopdelta.eu/smart-switch-row-02-wi-fi-supla-230-v-ac-zamel_l2_p22764.html
https://play.google.com/store/apps/details?id=org.supla.android
https://apps.apple.com/us/app/supla/id996384706?l=en&ls=1
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Main features  

• Microphone built-in,
• Wiring - 2 wires without
polarity,
• Relay output : 1 pcs or
2 pcs - B5 Module,
• Support up to 4 door
stations,
• Intercom function,
• Number of ring-tones : 12,
• DIP SWITCH for
configuration and
addressing,
• Connector for an
additional bell button  

...  

• Control from a Web
browser,
• Local control by physical
button,
• schedule,
• timer,
• remote access,
• voice control,
• Possibility to manually
program scenarios from the
built-in API  

Housing  Plastic / Aluminum  ...  Plastic  
"Index of Protection"  ...  ...  IP20  
Color  White / Silver  Black  Green  
Operation temp  10 °C ... 40 °C  ...  -10 °C ... 55 °C  
Weight  0.2 kg  0.69 kg  0.04 kg  
Dimensions  138  x 90  x 18 mm  263  x 246  x 27 mm  47  x 47  x 20 mm  
Manufacturer / Brand  VIDOS  BRATECK  ZAMEL  
Guarantee  3 years  2 years  2 years  


