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EXTENDER VGA+AU/UTP EXTENDER VGA-EX-30 EXTENDER VGA-EX-60 EXTENDER VGA + USB
CE-100

EXTENDER VGA
TRVGA-300-P

62.19 EUR
62.19 EUR

41.59 EUR
41.59 EUR

13.18 EUR
13.18 EUR

147.49 EUR
147.49 EUR

121.27 EUR
121.27 EUR

Device type  Active / Transmitter

Active / Receiver  
Passive  Passive  Active / Transmitter

Active / Receiver  

Active / Transmitter

Active / Receiver  

Inputs  
• Video - VGA
• Audio - stereo (Jack)
UTP  

...  ...  ...  ...  

Number of channels  ...  ...  ...  
1  x VGA
2  x USB
1  x VGA
2  x USB  

1 VGA
1 VGA  

Outputs  
• Monitor - VGA
• UTP
• Audio - stereo (Jack)
• Monitor - VGA
• Audio - stereo (Jack)  

...  ...  ...  ...  

Power supply  
12 V DC / 1000 mA (power
adapter included) 12 V DC /
1000 mA (power adapter
included)  

    5 V / 1000 mA
5 V USB  

12 V / 70 mA (power adapter
not included)
12 V / 170 mA (power
adapter not included)  

Video transmission range  max. 140 m
max. 140 m  max. 180 m  max. 60 m  max. 100 m max. 100 m  max. 300 m max. 300 m  

Symmetrical socket
impedance  

100 Ω
100 Ω  100 Ω  100 Ω  ...  100 Ω

100 Ω  

Connectors type  
• 2  x VGA - Socket
• 2  x Jack 3.5 mm socket
• 1  x VGA Socket
• 1  x Jack 3.5 mm socket  

• 1  x VGA - Socket
• 1  x RJ-45 - Socket  

• 1 pcs VGA socket
• 1 pcs RJ-45 shielded socket
 

1  x VGA Socket HDB-15
2  x USB-A Socket
1  x VGA Plug HDB-15
1  x USB-B Socket  

VGA Socket VGA Socket
female  

Manufacturer / Brand  ...  ...  ...  ...  DELTA  

Symmetrical socket type  
RJ-45 (8-pin, 4 pairs) Socket
RJ-45 (8-pin, 4 pairs) Socket
 

...  ...  
RJ-45 (8-pin, 4 pairs) Socket
RJ-45 (8-pin, 4 pairs) Socket
 

RJ-45 (8-pin, 4 pairs) Socket
RJ-45 (8-pin, 4 pairs) Socket
 

Weight  0.2 kg
0.1 kg  0.06 kg  0.07 kg  0.170 kg

0.170 kg  
0.078 kg
0.078 kg  

Main features  • UTP cat. 5, 5e, 6
• Signal correction
• Metal housing  

...  ...  

• Real-time DDC
communication support
• Built-in ESD protection 8  /
15 kV
• Manual compensation
adjustment
• Possibility to mount to the
wall  

• Short-circuit protection
• Signal correction  

Dimensions  105  x 95  x 27 mm
72  x 46  x 24 mm  64  x 61  x 25 mm  57  x 42  x 27 mm  91  x 56  x 25 mm 91  x 56  x

25 mm  
118  x 30  x 48 mm 118  x
30  x 54 mm  

https://shopdelta.eu/extender-vgaauutp_l2_p8693.html
https://shopdelta.eu/extender-vgaauutp_l2_p8693.html
https://shopdelta.eu/extender-vga-ex-30_l2_p10445.html
https://shopdelta.eu/extender-vga-ex-30_l2_p10445.html
https://shopdelta.eu/extender-vga-ex-60_l2_p19174.html
https://shopdelta.eu/extender-vga-ex-60_l2_p19174.html
https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/extender-vga-trvga-300-p_l2_p5403.html
https://shopdelta.eu/extender-vga-trvga-300-p_l2_p5403.html
https://shopdelta.eu/extender-vgaauutp_l2_p8693.html
https://shopdelta.eu/extender-vga-ex-30_l2_p10445.html
https://shopdelta.eu/extender-vga-ex-60_l2_p19174.html
https://shopdelta.eu/extender-vga-usb-ce-100_l2_p5588.html
https://shopdelta.eu/extender-vga-trvga-300-p_l2_p5403.html


DELTA-OPTI Monika Matysiak / VAT:PL5251295225 / 60-713 Poznań, ul. Graniczna 10
Tel:+48 61 864 69 60 / GSM:+48 607 60 11 66 / Fax:+48 61 864 69 65 / e-mail: info@delta.poznan.pl
Monday-Friday: 8.00-19.00 / Saturday: 8.00-14.00

2024-05-04 2/2

Resolution  

• 1280 x 1024 px SXGA @
60 m (manufacturer data)
• 1024 x 768 px XGA @ 76 m
(manufacturer data)
• 800 x 600 px SVGA @
106 m (manufacturer data)
• 640 x 480 px VGA @ 137 m
(manufacturer data)
• 1920 x 1080 px Full HD @
45 m (our tests result)
• 1024 x 768 px XGA @
100 m (our tests result)  

• 1920 x 1200 px WUXGA @
45 m (manufacturer data) @
30 m (our tests result),
• 1600 x 1200 px UXGA @
45 m (manufacturer data) @
30 m (our tests result),
• 1280 x 1024 px SXGA @
60 m (manufacturer data) @
40 m (our tests result),
• 1280 x 768 px WXGA @
60 m (manufacturer data) @
40 m (our tests result),
• 1024 x 768 px XGA @ 75 m
(manufacturer data) @
50 (our tests result),
• 800 x 600 px SVGA @
120 m (manufacturer data)
@ 80 m (our tests result),
• 640 x 480 px VGA @ 180 m
(manufacturer data) @
120 m (our tests result)  

• 1600 x 1200 px UXGA,
• 1280 x 1024 px SXGA,
• 1280 x 768 px WXGA,
• 1024 x 768 px XGA,
• 800 x 600 px SVGA,
• 640 x 480 px VGA  

• 1920 x 1080  / 60 Hz @
30 m
• 1920  x 1200  / 60 Hz @
30 m
• 1280  x 1024  / 60 Hz @
100 m  

• 1920  x 1200  / 80 Hz @
100 m
• 1024  x 768  / 60 Hz @
300 m  

Bandwidth  ≤ 60 MHz DC  ≤ 60 MHz DC  ...  ...  ...  
Insertion loss  < 3 dB  < 3 dB  ...  ...  ...  
Return loss  max. -15 dB  ...  ...  ...  ...  
Grounding  via grounding bolt  via grounding bolt    ...  ...  
Operation temp  0 °C ... 55 °C  0 °C ... 55 °C  0 °C ... 40 °C  ...  ...  
Permissible relative
humidity  ≤ 95 %  ≤ 95 %  ≤ 85 %  ...  ...  

Guarantee  2 years  2 years  2 years  2 years  3 years  


