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SWITCH POE APTI-
POE1602G-240W 16-PORT

SWITCH POE GTX-
B1-16-162SFP 16-PORT SFP

SWITCH POE GTX-
B1-19-162G 16-PORT SFP

SWITCH POE GTX-
B1-24-242SFP 24-PORT SFP

SWITCH POE GTX-
B1-26-242G 24-PORT

SWITCH POE GTX-
CLM1-18-16G2G2SFP 16-

PORT SFP

POE SWITCH WITH
BUFFERED POWER SUPPLY

IPUPS-16-20-H 16-PORT
ATTE

POE SWITCH WITH
BUFFERED POWER SUPPLY
IPUPS-16-20-R5U0 16-PORT

ATTE

POE SWITCH WITH
BUFFERED POWER SUPPLY

IPUPS-17-11-H 17-PORT
ATTE

POE SWITCH WITH
BUFFERED POWER SUPPLY
IPUPS-9-11-F 9-PORT ATTE

SWITCH POE
CS4218-16ET-240 16-PORT

SFP DAHUA

SWITCH POE
CS4220-16GT-135 16-PORT

SFP DAHUA

SWITCH POE
CS4220-16GT-240 16-PORT

SFP DAHUA

SWITCH POE
CS4226-24ET-375 24-PORT

SFP DAHUA

SWITCH POE
CS4228-24GT-240 24-PORT

SFP DAHUA

SWITCH POE
CS4228-24GT-375 24-PORT

SFP DAHUA

SWITCH POE
NSW2020-16T1GT1GC-POE-IN

16-PORT SFP UNIVIEW

SWITCH POE
NSW2020-24T1GT1GC-POE-IN

24-PORT SFP UNIVIEW

INDUSTRIAL POE SWITCH
PFS3218-16ET-135 16-PORT

SFP DAHUA

INDUSTRIAL POE SWITCH
PFS3220-16GT-240-V2 16-

PORT SFP DAHUA

INDUSTRIAL POE SWITCH
PFS3226-24ET-240 24-PORT

SFP DAHUA

INDUSTRIAL POE SWITCH
PFS3228-24GT-360-V2 24-

PORT SFP DAHUA

SWITCH POE
PFS4218-16ET-240-V3 16-

PORT SFP DAHUA

SWITCH POE
PFS4226-24ET-360-V3 24-

PORT SFP DAHUA

SWITCH POE RG-ES126S-P-
V2 24-PORT REYEE

SWITCH POE RG-ES218GC-
P 16-PORT REYEE

SWITCH POE RG-ES226GC-
P 24-PORT REYEE

SWITCH POE RG-
S2915-24GT4MS-P-L 24-

PORT RUIJIE

INDUSTRIAL POE SWITCH
S4101-16ET2GF-240-C 16-

PORT SFP DAHUA

INDUSTRIAL POE SWITCH
S4101-24ET2GF-360-C 24-

PORT SFP DAHUA

SWITCH POE TL-SG2428P
24-PORT SFP TP-LINK

SWITCH POE BCS-B-
SP1602G-1SFP 16-PORT

SFP BCS BASIC

SWITCH POE RG-
NBS3100-24GT4SFP-P 24-

PORT REYEE

SWITCH POE RG-
NBS3100-48GT4SFP-P 48-

PORT REYEE

SWITCH POE RG-
NBS3100-8GT2SFP-P 8-

PORT REYEE

SWITCH POE RG-
NBS3200-24GT4XS-P 24-

PORT REYEE

SWITCH POE RG-
NBS3200-48GT4XS-P 48-

PORT REYEE

144.60 EUR
144.60 EUR

284.24 EUR
284.24 EUR

148.41 EUR
148.41 EUR

327.73 EUR
327.73 EUR

239.98 EUR
239.98 EUR

320.10 EUR
320.10 EUR

560.13 EUR
560.13 EUR

552.97 EUR
552.97 EUR

438.51 EUR
438.51 EUR

233.21 EUR
233.21 EUR

588.98 EUR
588.98 EUR

459.26 EUR
459.26 EUR

663.14 EUR
663.14 EUR

758.76 EUR
758.76 EUR

756.13 EUR
756.13 EUR

868.92 EUR
868.92 EUR

272.07 EUR
272.07 EUR

373.66 EUR
373.66 EUR

159.76 EUR
159.76 EUR

263.73 EUR
263.73 EUR

203.64 EUR
203.64 EUR

331.93 EUR
331.93 EUR

226.05 EUR
226.05 EUR

293.77 EUR
293.77 EUR

286.45 EUR
286.45 EUR

355.03 EUR
355.03 EUR

495.25 EUR
495.25 EUR

894.15 EUR
894.15 EUR

501.70 EUR
501.70 EUR

638.10 EUR
638.10 EUR

368.72 EUR
368.72 EUR

218.18 EUR
218.18 EUR

567.57 EUR
567.57 EUR

1071.55 EUR
1071.55 EUR

311.16 EUR
311.16 EUR

1012.39 EUR
1012.39 EUR

1446.31 EUR
1446.31 EUR

LAN ports  18 x RJ45 ( 16 x PoE
(802.3af/at) )  

• 16 x RJ45 ( 16 x PoE
(802.3af/at) ),
• 2 x Port SFP - Uplink  

• 16 x RJ45 ( 16 x PoE
(802.3af/at) ),
• 2 x RJ45 - Uplink,
• 1 x Port SFP - Uplink  

• 24 x RJ45 ( 24 x PoE
(802.3af/at) ),
• 2 x Port SFP - Uplink  

• 24 x RJ45 ( 24 x PoE
(802.3af/at) ),
• 2 x RJ45 - Uplink  

• 16 x RJ45 ( 16 x PoE
(802.3af/at) ),
• 2 x RJ45 - Uplink
• 2 x Port SFP - Uplink  

• 2 x RJ45 10/100/1000
Base-T - Uplink
• 16 x RJ45 10/100 Base-T,
PoE 802.3af/at / Passive PoE
 

• 2 x RJ45 10/100/1000
Base-T - Uplink,
• 16 x RJ45 10/100 Base-T +
PoE (802.3af/at) / Passive
PoE  

• 1 x RJ45 10/100 Base-T -
Uplink,
• 17 x RJ45 10/100 Base-T +
PoE (802.3af/at) / Passive
PoE  

• 1 x RJ45 10/100 Base-T -
Uplink,
• 9 x RJ45 10/100 Base-T +
PoE (802.3af/at) / Passive
PoE  

• 16 x RJ45 10/100 Base-T (
2 x Hi-PoE (802.3bt) + 14
x PoE (802.3af/at) ),
• 2 x port Combo: SFP (1000
Base-X) / RJ45 (10/100/1000
Base-T) - Uplink  

• 16 x RJ45 10/100/1000
Base-T ( 2 x Hi-PoE
(802.3bt) + 14 x PoE
(802.3af/at) ),
• 2 x RJ45 10/100/1000
Base-T - Uplink,
• 2 x SFP 1000 Base-X -
Uplink  

• 16 x RJ45 10/100/1000
Base-T ( 2 x Hi-PoE
(802.3bt) + 14 x PoE
(802.3af/at) ),
• 2 x RJ45 10/100/1000
Base-T - Uplink,
• 2 x SFP 1000 Base-X -
Uplink  

• 24 x RJ45 10/100 Base-T (
2 x Hi-PoE (802.3bt) + 22
x PoE (802.3af/at) ),
• 2 x port Combo: SFP (1000
Base-X) / RJ45 (10/100/1000
Base-T) - Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 2 x Hi-PoE
(802.3bt) + 22 x PoE
(802.3af/at) ),
• 2 x RJ45 10/100/1000
Base-T - Uplink,
• 2 x SFP 1000 Base-X -
Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 2 x Hi-PoE
(802.3bt) + 22 x PoE
(802.3af/at) ),
• 2 x RJ45 10/100/1000
Base-T - Uplink,
• 2 x SFP 1000 Base-X -
Uplink  

• 16 x RJ45 ( 16 x PoE
(802.3af/at) ),
• 1 x RJ45 - Uplink,
• 1 x Combo: RJ45/SFP -
Uplink  

• 24 x RJ45 ( 24 x PoE
(802.3af/at) ),
• 1 x RJ45 - Uplink,
• 1 x Combo: RJ45/SFP -
Uplink  

• 16  x RJ45 ( 2 Hi-PoE +
14 PoE (802.3af/at) - 10/100
Base-T ),
• 2  x Uplink ( RJ45 -
10/100/1000 Base-T / port
SFP - 1000 Base-X )  

• 16  x RJ45 ( 2 Hi-PoE
(802.3bt) + 14 PoE
(802.3af/at) - 10/100/1000
Base-T ),
• 2  x Uplink ( RJ45 -
10/100/1000 Base-T ),
• 2  x Uplink ( port SFP -
1000 Base-X )  

• 24  x RJ45 ( 2 Hi-PoE +
22 PoE (802.3af/at) - 10/100
Base-T ),
• 2  x Uplink ( RJ45 -
10/100/1000 Base-T / port
SFP - 1000 Base-X )  

• 24  x RJ45 ( 2 Hi-PoE
(802.3bt) + 22 PoE
(802.3af/at) - 10/100/1000
Base-T ),
• 2  x Uplink ( RJ45 -
10/100/1000 Base-T ),
• 2  x Uplink ( port SFP -
1000 Base-X )  

• 16  x RJ45 - 10/100 Base-T
( 14 PoE (802.3af/at) + 2 Hi-
PoE / PoE (802.3bt) / PoE
(802.3af/at) ),
• 2  x port Combo: SFP
(1000 Base-X) / RJ45
(10/100/1000 Base-T) -
Uplink,
• 1  x RJ45 - Console  

• 24  x RJ45 - 10/100 Base-T
( 22 PoE (802.3af/at) + 2 Hi-
PoE / PoE (802.3bt) / PoE
(802.3af/at) ),
• 2  x port Combo: SFP
(1000 Base-X) / RJ45
(10/100/1000 Base-T) -
Uplink,
• 1  x RJ45 - Console  

• 24 x RJ45 10/100 Base-T (
24 x PoE (802.3af/at) ),
• 2 x RJ45 10/100/1000
Base-T - Uplink
• 1 x port SFP - Uplink  

• 16 x RJ45 10/100/1000
Base-T ( 16 x PoE
(802.3af/at) ),
• 2 x port SFP 1000 Base-X -
Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 24 x PoE
(802.3af/at) ),
• 2 x port SFP 1000 Base-X -
Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 24 x PoE
(802.3af/at) ),
• 4 x port SFP - Uplink
• 1  x RJ45 - Configuration
possibility from PC,
• 1  x USB - Configuration
possibility from PC  

• 16 x RJ45 10/100 Base-T (
2 x Hi-PoE (802.3bt) + 14
x PoE (802.3af/at) ),
• 2 x port Combo: SFP (1000
Base-X) / RJ45 (10/100/1000
Base-T) - Uplink  

• 24 x RJ45 10/100 Base-T (
2 x Hi-PoE (802.3bt) + 22
x PoE (802.3af/at) ),
• 2 x port Combo: SFP (1000
Base-X) / RJ45 (10/100/1000
Base-T) - Uplink  

• 4x port SFP - Uplink
10/100/1000 Mb/s,
• 24x RJ45 - 10/100/1000
Base-TX + PoE (802.3af/at)  

• 16 x RJ45 ( 16 x PoE
(802.3af/at) ),
• 1 x Port Combo: SFP /
RJ45 - Uplink,
• 1 x RJ45 - Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 24 x PoE
(802.3af/at) ),
• 4 x port SFP 1000 Base-X -
Uplink  

• 48 x RJ45 10/100/1000
Base-T ( 48 x PoE
(802.3af/at) ),
• 4 x port SFP 1000 Base-X -
Uplink  

• 8 x RJ45 10/100/1000
Base-T ( 8 x PoE (802.3af/at)
),
• 2 x port SFP 1000 Base-X -
Uplink  

• 24 x RJ45 10/100/1000
Base-T ( 24 x PoE
(802.3af/at) ),
• 4 x port SFP+ - Uplink  

• 48 x RJ45 10/100/1000
Base-T ( 48 x PoE
(802.3af/at) ),
• 4 x port SFP+ - Uplink  

Default admin user /
password  ...  ...  ...  ...  ...  admin / admin  ...  ...  ...  ...  ...  ...  

admin / -
The administrator password
should be set at the first
start  

...  
admin / -
The administrator password
should be set at the first
start  

admin / -
The administrator password
should be set at the first
start  

...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

Number of fan coolers  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  2 pcs  1 pcs  1 pcs  2   ...  ...  ...  ...  1   2     1   1   

Jumbo Frame  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  9 kB  9 kB  9 kB  9 kB  9 kB  

Default IP address  ...  ...  ...  ...  ...  192.168.2.1   ...  ...  ...  ...  ...  ...  192.168.1.110   ...  192.168.1.110   192.168.1.110   ...  ...  ...  ...  ...  ...  ...  ...  ...  10.44.77.200   10.44.77.200   ...  ...  ...  ...  ...  10.44.77.200   10.44.77.200   10.44.77.200   10.44.77.200   10.44.77.200   

Switching performance  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  8.8 Gb/s  36 Gb/s  52 Gb/s  68 Gb/s  ...  ...  ...  ...  56 Gb/s  104 Gb/s  20 Gb/s  128 Gb/s  176 Gb/s  

Packet redirection speed  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  6.55 Mpps  26.78 Mpps  38.69 Mpps  51 Mpps  ...  ...  ...  ...  41.67 Mpps  77.37 Mpps  14.88 Mpps  95.24 Mpps  130.95 Mpps  

Management                                                                            

Transmission speed  
• 10 / 100 / 1000 Mbps : 2
x Port LAN,
• 10 / 100 Mbps : 16 x LAN
& PoE ports  

• 1000 Mbps : 2 x Port SFP -
Uplink,
• 10 / 100 / 1000 Mbps : 16
x Port LAN & PoE  

• 10 / 100 / 1000 Mbps : 2
x Port LAN - Uplink,
• 1000 Mbps : 1 x Port SFP -
Uplink,
• 10 / 100 Mbps : 16 x Port
LAN & PoE  

• 1000 Mbps : 2 x Port SFP -
Uplink,
• 10 / 100 / 1000 Mbps : 24
x Port LAN & PoE  

• 10 / 100 / 1000 Mbps : 2
x Port LAN - Uplink,
• 10 / 100 Mbps : 24 x Port
LAN & PoE  

• 10 / 100 / 1000 Mbps : 16
x Port LAN & PoE
• 10 / 100 / 1000 Mbps : 2
x LAN ports - Uplink
• 1000 Mbps : 2 x Port SFP -
Uplink  

• 10 / 100 / 1000 Mbps : 2
x Port Uplink
• 10 / 100 Mbps : 16 x Port
LAN & PoE  

• 10 / 100 / 1000 Mbps : 2
x Port Uplink,
• 10 / 100 Mbps : 16 x Port
LAN & PoE  

• 10 / 100 Mbps : 1 x Port
Uplink,
• 10 / 100 Mbps : 17 x Port
LAN & PoE  

• 10 / 100 Mbps : 1 x Port
Uplink,
• 10 / 100 Mbps : 9 x Port
LAN & PoE  

• 10 / 100 Mbps : 16 LAN &
PoE ports,
• 10 / 100 / 1000  : 2 RJ45
(Uplink) ports,
• 1000  : 2 SFP (Uplink)
ports  

• 10 / 100 / 1000 Mbps :
16 LAN & PoE ports,
• 10 / 100 / 1000 Mbps :
2 RJ45 (Uplink) ports,
• 1000 Mbps : 2 SFP
(Uplink) ports  

• 10 / 100 / 1000 Mbps :
16 LAN & PoE ports,
• 10 / 100 / 1000 Mbps :
2 RJ45 (Uplink) ports,
• 1000 Mbps : 2 SFP
(Uplink) ports  

• 10 / 100 Mbps : 24 LAN &
PoE ports,
• 10 / 100 / 1000  : 2 RJ45
(Uplink) ports,
• 1000  : 2 SFP (Uplink)
ports  

• 10 / 100 / 1000 Mbps :
24 LAN & PoE ports,
• 10 / 100 / 1000 Mbps :
2 RJ45 (Uplink) ports,
• 1000 Mbps : 2 SFP
(Uplink) ports  

• 10 / 100 / 1000 Mbps :
24 LAN & PoE ports,
• 10 / 100 / 1000 Mbps :
2 RJ45 (Uplink) ports,
• 1000 Mbps : 2 SFP
(Uplink) ports  

• 100 Mbps : 16 LAN & PoE
ports,
• 1000 Mbps : 2 LAN ports -
Uplink,
• 1000 Mbps : 1 Port SFP -
Uplink  

• 100 Mbps : 24 LAN & PoE
ports,
• 1000 Mbps : 2 LAN ports -
Uplink,
• 1000 Mbps : 1 Port SFP -
Uplink  

• 10 / 100 Mbps - 16 x LAN
& PoE ports,
• 10 / 100 / 1000 Mbps - 2
x Uplink ports / 1000 Mbps -
2 x SFP ports  

• 10 / 100 / 1000 Mbps - 16
x LAN & PoE ports,
• 10 / 100 / 1000 Mbps - 2
x Uplink ports,
• 1000 Mbps - 2 x SFP ports
 

• 10 / 100 Mbps - 24 x LAN
& PoE ports,
• 10 / 100 / 1000 Mbps - 2
x Uplink ports / 1000 Mbps -
2 x SFP ports  

• 10 / 100 / 1000 Mbps - 24
x LAN & PoE ports,
• 10 / 100 / 1000 Mbps - 2
x Uplink ports,
• 1000 Mbps - 2 x SFP ports
 

• Ethernet - 10 Mbps Full
Duplex,
• Fast Ethernet - 100 Mbps
Full Duplex,
• Gigabit Ethernet -
1000 Mbps Full Duplex (
Uplink )  

• Ethernet - 10 Mbps Full
Duplex,
• Fast Ethernet - 100 Mbps
Full Duplex,
• Gigabit Ethernet -
1000 Mbps Full Duplex (
Uplink )  

• 10 / 100  Mbps : 24 LAN &
PoE ports
• 10 / 100 / 1000 Mbps :
2 Uplink ports
• 1000 Mbps : 1 x port SFP
Uplink  

• 10 / 100 / 1000  Mbps :
16 LAN & PoE ports
• 1000 Mbps : 2 SFP ports  

• 10 / 100 / 1000  Mbps :
24 LAN & PoE ports
• 1000 Mbps : 2 SFP ports  

• 10/100/1000 Mbps :
24 LAN & PoE ports Uplink
ports
• 100/1000/2500 Mbps - 4
x SFP ports  

• 10 / 100 Mbps : 16 LAN &
PoE ports,
• 10 / 100 / 1000  : 2 RJ45
(Uplink) ports,
• 1000  : 2 SFP (Uplink)
ports  

• 10 / 100 Mbps : 24 LAN &
PoE ports,
• 10 / 100 / 1000  : 2 RJ45
(Uplink) ports,
• 1000  : 2 SFP (Uplink)
ports  

• Ethernet - 10 Mbps
• Fast Ethernet - 100 Mbps
• Gigabit Ethernet -
1000 Mbps  

• 10 / 100 Mbps - 16 LAN &
PoE ports,
• 10 / 100 / 1000 Mbps -
2 RJ45 (Uplink) ports,
• 1000 Mbps - 1 Port SFP
(Uplink)  

• 10/100/1000 Mbps - 24
x Gigabit Ethernet
• 1000 Mbps - 4 x port SFP  

• 10/100/1000 Mbps - 48
x Gigabit Ethernet
• 1000 Mbps - 4 x port SFP  

• 10/100/1000 Mbps - 8
x Gigabit Ethernet
• 1000 Mbps - 2 x port SFP  

10/100/1000 Mbps - 24
x Gigabit Ethernet
10 Gb/s - 4 x port SFP+  

10/100/1000 Mbps - 48
x Gigabit Ethernet
10 Gb/s - 4 x port SFP+  

Mobile phones support  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

...  ...  ...  ...  
Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Android: Free application
Ruijie Reyee
iOS (iPhone): Free
application Ruijie Reyee  

Maximal output power  30 W / port PoE  
30 W / port PoE - 1 ... 16
ports  

30 W / port PoE - 1 ... 16
ports  

30 W / port PoE - 1 ... 24
ports  

30 W / port PoE - 1 ... 24
ports  

30 W / port PoE - 1 ... 16
ports  

• 40 W @ Passive PoE - LAN
& PoE ports,
• 30 W @ PoE (802.3af/at) -
LAN & PoE ports  

• 40 W @ Passive PoE -
LAN1 ... LAN8 ports,
• 30 W @ PoE (802.3af/at) -
LAN1 ... LAN8 ports  

• 40 W @ Passive PoE -
LAN1 ... LAN4 ports,
• 60 W @ Passive PoE - Port
LAN5,
• 30 W @ PoE (802.3af/at) -
LAN1 ... LAN5 ports  

• 40 W @ Passive PoE -
LAN1 ... LAN4 ports,
• 60 W @ Passive PoE - Port
LAN5,
• 30 W @ PoE (802.3af/at) -
LAN1 ... LAN5 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 16 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 16 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 16 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 24 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 24 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 24 ports  

30 W / port PoE 802.3af/at  30 W / port PoE 802.3af/at  • 30 W / port PoE
• 60 W / port Hi-PoE  

• 30 W / port PoE
• 90 W / port Hi-PoE  

• 30 W / port PoE
• 60 W / port Hi-PoE  

• 30 W / port PoE
• 90 W / port Hi-PoE  

• 30 W / port PoE
• 90 W / port Hi-PoE / PoE
802.3bt  

• 30 W / port PoE
• 90 W / port Hi-PoE / PoE
802.3bt  

30 W / port PoE  ...  ...  ...  
• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 16 ports  

• 90 W / port Hi-PoE / PoE
802.3bt - 1, 2 ports
• 30 W / port PoE 802.3af/at
- 3 ... 24 ports  

30 W / port PoE  30 W / port PoE  ...  ...  ...  ...  ...  

Maximal total power  240 W  300 W  150 W  400 W  300 W  280 W  130 W  130 W  130 W  60 W  240 W  135 W  240 W  375 W  240 W  375 W  225 W  370 W  135 W  240 W  240 W  360 W  240 W  360 W  370 W  240 W  370 W  370 W  240 W  360 W  250 W  150 W  370 W  370 W  125 W  370 W  370 W  
MAC addresses table  2k   8k   2k   8k   8k   ...  ...  ...  ...  ...  8k   8k   8k   8k   8k   8k   16k   16k   8k   8k   8k   8k   4k   4k   16k   8k   8k   16k   16k   16k   8k   8k   8k   16k   8k   16k   16k   

Operation modes  ...  

• NOM - Normal - the device
operates as normal PoE
switch
• VLAN - 1 ... 14 ports
• CENK (Surveillance
Priority Transmission for
Uplink) - port traffic
balancing control to prevent
loss of large data packets  

• N - Normal - the device
operates as normal PoE
switch
• V - VLAN (Port Isolation) -
1 ... 16 ports are isolated
from each other and
separately work with the
Uplink ports
• S - Extend - Range : 250 m
@ 10 Mbps  

• NOM - Normal - the device
operates as normal PoE
switch
• VLAN - 1 ... 22 ports are
isolated from each other and
separately work with the 23,
24 ports
• CENK (Surveillance
Priority Transmission for
Uplink) - port traffic
balancing control to prevent
loss of large data packets  

• NOM - Normal - the device
operates as normal PoE
switch
• VLAN - 1 ... 24 ports are
isolated from each other and
separately work with the 25,
26 ports
• SUPM - Extend - Range :
250 m @ 10 Mbps  

...  ...  Standard : 100 m @ 10/100
Mb/s - LAN1 ... LAN8 ports  

• Standard : 100 m @
10/100 Mb/s - LAN1 ... LAN6
ports
• Long Range : 280 m @ 10
Mb/s - LAN1 ... LAN4 ports ;
100 m @ 10/100 Mb/s -
LAN5, LAN6 ports  

• Standard : 100 m @
10/100 Mb/s - LAN1 ... LAN6
ports
• Long Range : 280 m @ 10
Mb/s - LAN1 ... LAN4 ports ;
100 m @ 10/100 Mb/s -
LAN5, LAN6 ports  

• Extend On : 250 m,
10 Mbps @ UTP cat. 5e, 6  

• Long Distance PoE On :
250 m, 10 Mbps @ UTP cat.
5e, 6  

• Long Distance PoE On :
250 m, 10 Mbps @ UTP cat.
5e, 6  

• Extend On : 250 m,
10 Mbps @ UTP cat. 5e, 6  

• Long Distance PoE On :
250 m, 10 Mbps @ UTP cat.
5e, 6  

• Long Distance PoE On :
250 m, 10 Mbps @ UTP cat.
5e, 6  

• Default : 100 m, 100 Mbps
• Extend : 250 m, 10 Mbps
• VLAN - 1 ... 16 ports are
isolated from each other and
separately work with the G1,
G2 ports  

• Default : 100 m, 100 Mbps
• Extend : 250 m, 10 Mbps
• VLAN - 1 ... 24 ports are
isolated from each other and
separately work with the G1,
G2 ports  

• Extend On : 250 m,
10 Mbps @ UTP cat. 5e, 6
• Extend Off : 100 m,
100 Mbps @ UTP cat. 5e, 6  

...  
• Extend On : 250 m,
10 Mbps @ UTP cat. 5e, 6
• Extend Off : 100 m,
100 Mbps @ UTP cat. 5e, 6  

...  
• Extend On : 250 m,
10 Mbps
• Extend Off : 100 m,
100 Mbps  

• Extend On : 250 m,
10 Mbps
• Extend Off : 100 m,
100 Mbps  

• Flow Control ON - Data
flow control is enabled and
all ports can communicate
with each other,
• Flow Control OFF - Data
flow control is disabled and
all ports can communicate
with each other,
• Port Isolation - 1 ... 24
ports are isolated from each
other and separately work
with the 25, 26 ports  

...  

• Flow Control ON - Data
flow control is enabled and
all ports can communicate
with each other,
• Flow Control OFF - Data
flow control is disabled and
all ports can communicate
with each other,
• Port Isolation  

...  Extend On : 250 m, 10 Mbps
@ UTP cat. 5e, 6  

Extend On : 250 m, 10 Mbps
@ UTP cat. 5e, 6  ...  

• AI VLAN mode - 1 ... 16
ports are isolated from each
other and separately work
with the 17, 18 ports
• AI EXTEND mode - ports 1
... 8 support transmission up
to 250 m (cat5e, cat6) @
10 Mbps
• AI QOS (Quality Of
Service) mode -
prioritization of video
packets
• AI PoE mode - monitoring
of the ports that power PoE
devices and automatic
restart by cutting off the
power supply when an
unresponsive device is
detected - Watchdog PoE  

...  ...  ...  ...  ...  

Operation temp  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  0 °C ... 50 °C  0 °C ... 50 °C  0 °C ... 50 °C  0 °C ... 50 °C  0 °C ... 50 °C  
Permissible relative
humidity  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  10 % ... 90 % (non-

condensing)  
10 % ... 90 % (non-
condensing)  

10 % ... 90 % (non-
condensing)  

10 % ... 90 % (non-
condensing)  

10 % ... 90 % (non-
condensing)  

Protections  ...  ...  Overvoltage ± 4 kV  ...  Overvoltage ± 4 kV  Overvoltage ± 4 kV  ...  ...  ...  ...  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

...  ...  ...  ...  ...  ...  ...  ...  Protection against lightning
discharges : 6 kV  

Protection against lightning
discharges : 4 kV  

Protection against lightning
discharges : 4 kV  

Protection against lightning
discharges : 10 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

• Protection against
lightning discharges
(common/differential) : 4 /
2 kV
• Protection against
electrostatic discharge -
Contact/Air (ESD/EMP) : 6 /
8 kV  

...  ...  Protection against lightning
discharges : 6 kV  

Protection against lightning
discharges : 6 kV  

Protection against lightning
discharges : 6 kV  

Protection against lightning
discharges : 6 kV  

Protection against lightning
discharges : 6 kV  
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Main features  

• 2 x Port Uplink
• Can be mounted in a Rack
19" cabinet
• Range PoE : 200 m - The
EXTEND mode enabled  

• MDI/MDI-X auto detection
feature - auto detecting the
data transmission mode
• Full Duplex:
IEEE802.3x,Half Duplex:
Back Pressure
• MTBF (Mean Time
Between Faults) : 50000 h  

• MDI/MDI-X auto detection
feature - auto detecting the
data transmission mode
• Full Duplex:
IEEE802.3x,Half Duplex:
Back Pressure
• Auto-learning and Auto-
aging functions support for
MAC addresses
• PD Alive mode -
monitoring of the ports that
power PoE devices and
automatic restart by cutting
off the power supply when
an unresponsive device is
detected
• MTBF (Mean Time
Between Faults) : 50000 h  

• MDI/MDI-X auto detection
feature - auto detecting the
data transmission mode
• Full Duplex:
IEEE802.3x,Half Duplex:
Back Pressure
• PD Alive mode -
monitoring of the ports that
power PoE devices and
automatic restart by cutting
off the power supply when
an unresponsive device is
detected
• MTBF (Mean Time
Between Faults) : 50000 h  

• MDI/MDI-X auto detection
feature - auto detecting the
data transmission mode
• Full Duplex:
IEEE802.3x,Half Duplex:
Back Pressure
• Auto-learning and Auto-
aging functions support for
MAC addresses
• PD Alive mode -
monitoring of the ports that
power PoE devices and
automatic restart by cutting
off the power supply when
an unresponsive device is
detected
• MTBF (Mean Time
Between Faults) : 50000 h  

• Loop Protection
• Data Flow Control
• VLAN support
• QoS - mechanisms, which
provide the high quality of
transmission
• RESET button
• Can be mounted in a Rack
cabinet  

• The ability to
independently turn on and
off the PoE power for each
of the LAN 1 ... LAN 8 ports
• The modular design
streamlines service tasks
and enables quick and easy
system expansion
• The raster system of
module assembly facilitates
the expansion of the device
by further modules
• 2 x Place for battery : 12 V
/ 18 Ah
• Battery charging current :
1 A / 2 A - (set with the JP1
jumper)
• Technical outputs of the
OC type signaling loss of
voltage at the PSU output
(OUF) and loss of voltage in
the 230V mains (ACF)
• Protection against deep
discharge of the battery
• PSU thermal protection :
130 °C
• TAMPER switch indicating
open the cover  

• 4K UHD support
• The ability to
independently turn on and
off the PoE power for each
of the LAN 1 ... LAN 16
ports
• The modular design
streamlines service tasks
and enables quick and easy
system expansion
• The raster system of
module assembly facilitates
the expansion of the device
by further modules
• 2 x Place for battery : 12 V
/ 18 Ah
• Battery charging current :
1 A / 2 A - (set with the JP1
jumper)
• Battery - Protection
against reverse polarity
connection, Protection
against deep discharge of
the battery
• Technical outputs of the
OC type signaling loss of
voltage at the PSU output
(OUF) and loss of voltage in
the 230V mains (ACF)
• PSU thermal protection :
130 °C
• Overload protection
• LAN & PoE ports - Short-
circuit protection,
Overvoltage
• Can be mounted in a Rack
19" cabinet
• "Index of Protection" :
IP20  

• The ability to
independently turn on and
off the PoE power for each
of the LAN 1 ... LAN 17
ports
• The modular design
streamlines service tasks
and enables quick and easy
system expansion
• The raster system of
module assembly facilitates
the expansion of the device
by further modules
• 2 x Place for battery : 12 V
/ 18 Ah
• Place for recorder (NVR)
• Battery charging current :
1 A / 2 A - (set with the JP1
jumper)
• Battery - Protection
against reverse polarity
connection, Protection
against deep discharge of
the battery
• Technical outputs of the
OC type signaling loss of
voltage at the PSU output
(OUF) and loss of voltage in
the 230V mains (ACF)
• PSU thermal protection :
130 °C
• Overload protection
• LAN & PoE ports - Short-
circuit protection,
Overvoltage
• TAMPER switch indicating
open the cover
• "Index of Protection" :
IP20  

• The ability to
independently turn on and
off the PoE power for each
of the LAN 1 ... LAN 9 ports
• The modular design
streamlines service tasks
and enables quick and easy
system expansion
• The raster system of
module assembly facilitates
the expansion of the device
by further modules
• Place for battery : 12 V /
18 Ah
• Battery charging current :
1 A / 2 A - (set with the JP1
jumper)
• Battery - Protection
against reverse polarity
connection, Protection
against deep discharge of
the battery
• Technical outputs of the
OC type signaling loss of
voltage at the PSU output
(OUF) and loss of voltage in
the 230V mains (ACF)
• PSU thermal protection :
130 °C
• Overload protection
• LAN & PoE ports - Short-
circuit protection,
Overvoltage
• TAMPER switch indicating
open the cover
• "Index of Protection" :
IP20  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply - wires : 1-2(+), 3-6(-
), 4-5(+), 7-8(-)
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Spanning Tree STP/RSTP
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply - wires : 1-2(+), 3-6(-
), 4-5(+), 7-8(-)
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Spanning Tree STP/RSTP
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply - wires : 1-2(+), 3-6(-
), 4-5(+), 7-8(-)
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Spanning Tree STP/RSTP
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply - wires : 1-2(+), 3-6(-
), 4-5(+), 7-8(-)
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Loop Protection
• Compliance with the LLDP
protocol
• Spanning Tree STP/RSTP
• Port Based VLAN : 32 
• Data Flow Control (802.3x)
• DHCP client
• RESET button
• Can be mounted in a Rack
19" cabinet  

• High priority ports : 1  ... 8 
• Data Flow Control
• Buffer optimization
• Power supply PoE - wires :
4-5(+), 7-8(-)
• Metal housing
• Can be mounted in a Rack
19" cabinet  

• High priority ports : 1  ... 8 
• Data Flow Control
• Buffer optimization
• Power supply PoE - wires :
4-5(+), 7-8(-)
• Metal housing
• Can be mounted in a Rack
19" cabinet  

• EXTEND mode
• Watchdog built-in
• Port isolation
• QoS - mechanisms, which
provide the high quality of
transmission
• protection against
lightning discharges and
voltage differences and
strokes between devices  

protection against lightning
discharges and voltage
differences and strokes
between devices  

• Watchdog built-in
• Port isolation
• QoS - mechanisms, which
provide the high quality of
transmission
• protection against
lightning discharges and
voltage differences and
strokes between devices  

protection against lightning
discharges and voltage
differences and strokes
between devices  

• Switch is web managed
• Intelligent management of
Power Supply Unit power’s
output stage
• Green PoE
• protection against
lightning discharges and
voltage differences and
strokes between devices
• IEEE 802.1Q VLAN
• Spanning Tree STP/RSTP
• Data Flow Control (802.3x)
• Port mirroring function
• IGMP Snooping
• DHCP client
• Hardware supports IP +
MAC binding based on port
• MAC addresses filtering
• IEEE 802.1x port
authentication
• QoS/DSCP priority based
on IEEE 802.1p standard
• Watchdog PoE
• Ports marked in red
support IEEE802.3af,
IEEE802.3at, IEEE802.3bt
and Hi-PoE standards with a
maximum output power of
90 W per port - designed to
power high power devices
• Range PoE : 250 m @
10 Mbps
• The device supports 8-pin
power supply
• Console : RJ-45 output
• RESET button  

• Switch is web managed
• Intelligent management of
Power Supply Unit power’s
output stage
• Green PoE
• protection against
lightning discharges and
voltage differences and
strokes between devices
• IEEE 802.1Q VLAN
• Spanning Tree STP/RSTP
• Data Flow Control (802.3x)
• Port mirroring function
• IGMP Snooping
• DHCP client
• Hardware supports IP +
MAC binding based on port
• MAC addresses filtering
• IEEE 802.1x port
authentication
• QoS/DSCP priority based
on IEEE 802.1p standard
• Watchdog PoE
• Ports marked in red
support IEEE802.3af,
IEEE802.3at, IEEE802.3bt
and Hi-PoE standards with a
maximum output power of
90 W per port - designed to
power high power devices
• Range PoE : 250 m @
10 Mbps
• The device supports 8-pin
power supply
• Console : RJ-45 output
• RESET button  

• View device status
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Grounding
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) > 200
000 h  

• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• Can be mounted in a Rack
cabinet
• Supports up to 16 VLANs
at the same time (for 4K ID
VLAN addresses)
• DHCP client
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• Can be mounted in a Rack
cabinet,
• Supports up to 16 VLANs
at the same time (for 4K ID
VLAN addresses)
• DHCP client
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• Access Control List - ACL
package filtering based on
source and destination IP
addresses
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Compliance with the LLDP
protocol
• View topology and network
status
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Switch is managed
through the web and the
cloud (DoLynk Care
application)
• PoE power mode : The
device supports 8-pin power
supply
• Intelligent management of
Power Supply Unit power’s
output stage
• protection against
lightning discharges and
voltage differences and
strokes between devices
• Watchdog PoE
• Compliance with the LLDP
protocol
• View topology and network
status
• RESET button
• Can be mounted in a Rack
19" cabinet  

• Omada Central
Management System
• MDI/MDI-X auto detection
feature - auto detecting the
data transmission mode
• SFP ports
• Can be mounted in a Rack
19" cabinet
• QoS - mechanisms, which
provide the high quality of
transmission
• CoS/DSCP priority based
on IEEE 802.1p standard
• Queue scheduling: SP,
WRR, SP+WRR
• Rate limit
• Limitation of the
transmission speed
• Storm Control function
• Static routing
• Static link aggregation
• Loop back detection
• Data Flow Control (802.3x)
• Port mirroring function
• DHCP snooping support
• Multicast
• IEEE802.1Q VLAN support
• Access control
• IEEE 802.1x and Radius
Authentication
• IPv6 compliance
• Hardware supports IP +
MAC binding based on port
• Support DoS defence  

• (RJ45) 10/100/1000 Mb
Auto-Negotiation, Auto
MDI/MDIX
• 4 operating modes: AI
VLAN, AI EXTEND, AI PoE,
AI QoS - selectable by switch
• Power supply PoE - wires :
1-2(+), 3-6(-)
• Can be mounted in a Rack
cabinet  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• Up to 8 aggregation
groups and up to 8 ports per
group
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• Up to 8 aggregation
groups and up to 8 ports per
group
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• Up to 8 aggregation
groups and up to 8 ports per
group
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• Access Control List - ACL
package filtering based on
source and destination IP
addresses
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• Up to 16 aggregation
groups and up to 8 ports per
group
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

• Can be mounted in a Rack
cabinet
• Switch is managed
through the web and the
cloud (Ruijie Reyee
application)
• Access Control List - ACL
package filtering based on
source and destination IP
addresses
• IEEE 802.1Q standard
support, up to 4096 VLAN
groups and 4K VIDs
• DHCP client
• BPDU Filtering/Guard
• Loop back detection
• Spanning Tree STP/RSTP
• Errdisable Recovery
• Up to 16 aggregation
groups and up to 8 ports per
group
• IGMP Snooping V1/V2/V3
• DHCP snooping support
• Port mirroring function
• Loop Protection
• IEEE802.3x Flow Control
• MTBF (Mean Time
Between Faults) >
200.000 h  

Housing  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  Metal  Metal  Metal  Metal  Metal  Metal  Desktop, Metal  Desktop, Metal  ...  ...  ...  ...  ...  ...  Desktop, Metal  Desktop, Metal  Desktop, Metal  Desktop, Metal  Metal  Metal  Metal  Metal, Desktop  ...  ...  ...  ...  ...  
Housing external dimensions
 ...  ...  ...  ...  ...  ...  ...  484  x 225  x 202 mm  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  

LED diodes  LAN, PoE  Power, PoE, Link/Act, Speed
 

Power, V - VLAN (Port
Isolation), S - Extend, PoE,
Link/Act, Speed  

Power, PoE, Link/Act, Speed
 

Power, PoE, Link/Act, Speed
 Power, PoE, Link/Act, SYS  

2 x 230V AC IN, 2 x 12V DC
OUT, 2 x 48V DC OUT, 2
x CHARGING (battery
charging), 20 x LAN, 4
x Gigabit Ethernet  

AC, DC, CHARGING (battery
charging), PoE, Gigabit
Ethernet  

AC, DC, CHARGING (battery
charging), PoE  

AC, DC, CHARGING (battery
charging), PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

Link, PoE, Power, System,
50 % PoE, 80 % PoE, 100 %
PoE  

G1/SFP1, G2, PoE Max, Power,
Link/Act, PoE  

G1/SFP1, G2, PoE Max, Power,
Link/Act, PoE  

Power, Link/Act, PoE,
System  

Power, Link/Act, PoE,
System  

Power, Link/Act, PoE,
System  

Power, Link/Act, PoE,
System  

Power : 50 % / 80 % / 100 %,
Link, PoE, System  

Power : 50 % / 80 % / 100 %,
Link, PoE, System  Power, PoE, Link/Act  STATUS indicator, PoE,

Link/Act  
STATUS indicator, PoE,
Link/Act  ...  

Link, PoE, Power, System,
50 % Power, 80 % Power,
100 % Power  

Link, PoE, Power, System,
50 % Power, 80 % Power,
100 % Power  

Power, Link/Act, 1000 Mbps,
PoE, PoE Max, System, Fan  

Power, Link/Act, PoE,
17 Uplink, 18 Uplink  ...  ...  ...  ...  ...  

Certificates  CE  CE, FCC Class B  CE, FCC Class B  CE, FCC Class B  CE, FCC Class B  CE, FCC, RoHS  ...  ...  ...  ...  CE  CE  CE  CE  CE  CE  CE, FCC  CE, FCC  CE  CE  CE  CE  CE  CE  CE, RoHS  CE, RoHS  CE, RoHS  CE, RoHS  CE, FCC  CE, FCC  FCC Class A, CE, RoHS  CE  CE, RoHS  CE, RoHS  CE, RoHS  CE, RoHS  CE, RoHS  

Power supply  230 V AC  100  ... 265 V AC  100  ... 265 V AC  100  ... 265 V AC  100  ... 265 V AC  100  ... 240 V AC  230 V AC  190  ... 260 V AC  190  ... 260 V AC  190  ... 260 V AC  100  ... 240 V AC @ 47  ...
63 Hz  

100  ... 240 V AC @ 47  ...
63 Hz  

100  ... 240 V AC @ 47  ...
63 Hz  

100  ... 240 V AC @ 47  ...
63 Hz  

100  ... 240 V AC @ 47  ...
63 Hz  

100  ... 240 V AC @ 47  ...
63 Hz  100  ... 240 V AC, 50  / 60 Hz  100  ... 240 V AC, 50  / 60 Hz  100  ... 240 V AC  100  ... 240 V AC  100  ... 240 V AC  100  ... 240 V AC  100  ... 240 V AC  100  ... 240 V AC  100 V ... 240 V AC  100  ... 240 V AC  100  ... 240 V AC  100 V ... 240 AC  100  ... 240 V AC @ 50  /

60 Hz  
100  ... 240 V AC @ 50  /
60 Hz  100  ... 240 V AC  100  ... 240 V AC  100 V ... 240 AC  100 V ... 240 AC  100 V ... 240 AC  100 V ... 240 AC  100 V ... 240 AC  

Power consumption  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  max. 265 W  max. 154 W  max. 265 W  max. 400 W  max. 265 W  max. 400 W  ...  ...  ...  ...  ...  ...  ...  ...  ≤ 220 W  ≤ 280 W  ≤ 443 W  ≤ 403 W  max. 240 W  max. 360 W  
max. 32.1 W
max. 308.6 W ( PoE 250 W )
 

...  ≤ 443 W  ≤ 447 W  ≤ 145 W  ≤ 432 W  ≤ 448 W  

Housing type  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  RACK 19", 1U  RACK 19", 1U  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  ...  
Operation temp  0 °C ... 55 °C  -10 °C ... 45 °C  -10 °C ... 45 °C  -10 °C ... 45 °C  -10 °C ... 45 °C  -10 °C ... 45 °C  ...  ...  ...  ...  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  0 °C ... 40 °C  0 °C ... 40 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  0 °C ... 45 °C  0 °C ... 40 °C  0 °C ... 40 °C  0 °C ... 45 °C  -10 °C ... 55 °C  -10 °C ... 55 °C  0 °C ... 50 °C  0 °C ... 40 °C  ...  ...  ...  ...  ...  
Weight  1.63 kg  3.17 kg  1.54 kg  3.39 kg  3.37 kg  2.52 kg  4.7 kg  3.42 kg  4.70 kg  2.48 kg  2.29 kg  2.29 kg  2.41 kg  2.56 kg  2.52 kg  2.67 kg  2.08 kg  2.89 kg  3 kg  3.3 kg  3.13 kg  3.44 kg  3.2 kg  3.38 kg  2.88 kg  2.85 kg  4.02 kg  3.04 kg  3.15 kg  3.41 kg  3.23 kg  1.6 kg  4.21 kg  5.52 kg  2 kg  4.87 kg  5.6 kg  

Dimensions  290  x 202  x 44 mm  440  x 290  x 45 mm, RACK
19", 1U  295  x 195  x 45 mm  440  x 290  x 45 mm, RACK

19", 1U  
440  x 290  x 45 mm, RACK
19", 1U  

440  x 215  x 45 mm, RACK
19", 1U  455  x 405  x 150 mm  440  x 220  x 180 mm -

RACK 19", 5U  455  x 405  x 150 mm  325  x 305  x 100 mm  440  x 220  x 44 mm, RACK
19", 1U  

440  x 220  x 44 mm, RACK
19", 1U  

440  x 220  x 44 mm, RACK
19", 1U  

440  x 220  x 44 mm, RACK
19", 1U  

440  x 220  x 44 mm, RACK
19", 1U  

440  x 220  x 44 mm, RACK
19", 1U  

440  x 195  x 44 mm, RACK
19", 1U  

440  x 245  x 44 mm, RACK
19", 1U  440  x 300  x 44 mm  440  x 300  x 44 mm  440  x 300  x 44 mm  440  x 300  x 44 mm  440  x 300  x 44 mm  440  x 300  x 44 mm  440  x 214  x 44 mm / RACK

19", 1U  300  x 233  x 44 mm  440  x 295  x 45 mm  442  x 222  x 44 mm  440  x 300  x 44 mm, RACK
19", 1U  

440  x 300  x 44 mm, RACK
19", 1U  440  x 225  x 45 mm  285  x 180  x 44 mm  440  x 295  x 44 mm  440  x 355  x 43 mm  300  x 222  x 44 mm  440  x 360  x 43 mm  440  x 357  x 43 mm  

Manufacturer / Brand  APTI  ...  ...  ...  ...  ...  ATTE  ATTE  ATTE  ATTE  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  UNIVIEW  UNIVIEW  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  DAHUA  RUIJIE / REYEE  RUIJIE / REYEE  RUIJIE / REYEE  RUIJIE  DAHUA  DAHUA  TP-LINK  BCS BASIC  RUIJIE / REYEE  RUIJIE / REYEE  RUIJIE / REYEE  RUIJIE / REYEE  RUIJIE / REYEE  
Guarantee  2 years  2 years  2 years  2 years  2 years  2 years  2 years  3 years  3 years  3 years  5 years  5 years  5 years  5 years  5 years  5 years  2 years  2 years  5 years  5 years  5 years  5 years  5 years  5 years  3 years  3 years  3 years  3 years  5 years  5 years  5 years  2 years  5 years  5 years  5 years  5 years  5 years  


