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Code: FERG-ARIVA-102E

DVB-S/S2 DIGITAL RECEIVER FERG-ARIVA-102E

The FERG-ARIVA-102E features are the combination of the satellite TV
receiver and the multimedia player. It ensures the highest quality of image
both  in  HD resolution,  and  SD resolution.  USB interface  with  record
feature and support the MP3, OGG, FLAC, JPEG, MPEG, MKV formats
changing this  receiver  in  a  home entertainment  center.  The  Common
Interface card reader hidden under the cover on the front panel enables
watching  encrypted  channels  in  both  HD  and  SD  resolutions.  Power
consumption at standby mode is below 1W.

Input frequency: 950  ... 2150 MHz

Input impedance: 75 Ω

Min. illumination: -65  ... -25 dBm

Standard: DVB-S, DVB-S2

Supported resolutions: 1920x1080, 1280x720, 720x480 

Audio sampling: 32 kHz, 44.1 kHz, 48 kHz

Demodulation: QPSK, 8PSK

Symbol rate: 2  ... 90 MS/s

FEC: 1/2, 2/3, 3/4, 5/6, 7/8 for DVB-S
1/4, 1/3, 2/5, 1/2, 3/5, 2/3, 3/4, 5/6, 8/9, 9/10 for DVB-S2

Audio decoder: MPEG-1 layer I, II, PCM downmix, IEC958 SPDIF, Dolby 5.1, Dolby downmix, Dolby
Prologic 2 MPEG1

Video decoder: MPEG2 ISO/IEC 13818-2 MP@ML, H.264(MPEG4-10) MP/HP@L4.1/MPEG2 MP@HL

Power supply: 175  ... 250 V AC / 50/60 Hz

Power consumption: max. 30 W

HDCP:

Outputs:

• HDMI
• LAN
• USB 2.0
• RS-232
• Cinch (L/R)
• SPDIF
• EURO
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Main features:

• High Definition channels reception
• Scaling of the PAL signal to the 720p or 1080p resolution
• Records schedule - 32 positions
• Separate lists of the TV and Radio favorite channels
• QuickFind channels searching function
• Teletext and screen text support
• DiSEqC 1.0, 1.1, 1.2, USALS systems support
• MPEG-2, MPEG-4, MPEG-4 AVC/H.264 standards support
• Compatible with DVB-S, DVB-S2 systems
• Common Interface Card Reader for pay TV

Weight: 0.85 kg

Dimensions: 260  x 155  x 45 mm

Guarantee: 2 years


