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Code: OR-CR-210

LIGHT BULB SOCKET WITH MOTION SENSOR OR-CR-210 ORNO

The  socket  is  used  for  automatic  lighting  control.  The
device  enables  switching on after  motion  detection  and
switching off after a preset time the light source installed
in  the  socket.  Motion  detection  takes  place  with  the
appropriate  light  intensity.  The socket  is  equipped with
potentiometers  to  adjust  the  lighting  time  of  the  light
source after motion detection and sensitivity of the light
intensity at which the motion is detected.

Device type: Light Bulb Socket with Motion Sensor

Rated voltage: 230 V / 50 Hz

Maximal load: 1  x 60 W

Detection range: 6 m

Detection angle: 360 °

Detection range adjustment:

Light intensity adjustment range: < 3 Lux ... 2000 Lux

Lighting time adjustment range: 10 s ± 3 s ... 5 minutes ± 1 minute

Main features: • PIR detector
• Assembly : 2 m ... 3.5 m

Housing: Plastic

Security class: IP20

Socket type: bulb E27

Power supply: 230 V AC, 50 Hz

Color: White

Weight: 0.07 kg
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Dimensions: Ø 56  x 116 mm

Manufacturer / Brand: ORNO

Guarantee: 2 years


