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Code: VGA+AU/HDMI-ECO

CONVERTER VGA+AU/HDMI-ECO

Converts the VGA signal + 2 Audio (Stereo) channels to HDMI
signal.

Inputs: • VGA,
• Audio (Jack stereo socket)

Outputs: HDMI

Supported VGA input resolutions:

1024  x 768  @ 60 / 70 / 75 / 85 Hz
1152  x 864  @ 75 Hz
1280  x 720  @ 60 Hz
1280  x 768  @ 60 Hz
1280  x 800  @ 60 Hz
1280  x 960  @ 60 Hz
1280  x 1024  @ 60 Hz
1360  x 768  @ 60 Hz
1440  x 900  @ 60 Hz
1600  x 1200  @ 60 Hz
1680  x 1050  @ 60 Hz
1920  x 1080  @ 60 Hz

Supported HDMI output resolutions:

1024 x 768  @ 60 / 70 / 75 / 85 Hz
1152 x 864  @ 75 Hz
1280 x 720  @ 60 Hz
1280 x 768  @ 60 Hz
1280 x 800  @ 60 Hz
1280 x 960  @ 60 Hz
1280 x 1024  @ 60 Hz
1360 x 768  @ 60 Hz
1440 x 900  @ 60 Hz
1440 x 1050  @ 60 Hz
1680 x 1050  @ 60 Hz
1600 x 1200  @ 60 Hz
1920 x 1080  @ 60 Hz

HDCP:

Maximal range of HDMI transmission: 15 m
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Power supply: 5 V DC - mini USB socket (power adapter not included)

Weight: 0.085 kg

Dimensions: 64  x 55  x 20 mm

Guarantee: 2 years


